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WELDING INSPECTION REPORT
Resident Engineer:Pursell, Gary Report No: WIR-007907

Address: 333 Burma Road Date Inspected: 21-Jul-2009
City: Oakland, CA 94607

Project Name: SAS Superstructure OSM Arrival Time: 1900
Prime Contractor: American Bridge/Fluor Enterprises, a JV OSM Departure Time: 700
Contractor: Zhenhua Port Machinery Company, Ltd (ZPMC), Changxing Island Location: Shanghai, China

CWI Name: No CWI present CWI Present: Yes No
Inspected CWI report: Yes No N/A Rod Oven in Use: Yes No N/A
Electrode to specification: Yes No N/A Weld Procedures Followed: Yes No N/A
Qualified Welders: Yes No N/A Verified Joint Fit-up: Yes No N/A
Approved Drawings: Yes No N/A Approved WPS: Yes No N/A

Delayed / Cancelled: Yes No N/A
Bridge No: 34-0006 Component: OBG segments 

Summary of Items Observed:
   On this day CALTRANS OSM Quality Assurance Inspector (QA) Steve Hall was present during the times noted 
above for observations relative to the fabrication of the SAS Superstructure being performed by Zhenhua Port 
Machinery Company (ZPMC) at Changxing Island, in Shanghai, China. QA observed and/or found the following:

OBG Segments 6AW and 7BW

     Between the times of 21:00 and 21:40 this Quality Assurance inspector (QA) observed ZPMC welding 
personnel perform weld repairs on OBG segments identified as 6AW and 7BW without the contractors Quality 
Control inspector (QC) present to monitor the repairs. The weld designations are as follows: (6AW) 
SEG027B-021 and (7BW) SSD10A-010. Contract special provisions section 8-3.01 states “QC inspections shall 
be provided to ensure continuous inspection when any welding is being performed. Continuous inspection, as a 
minimum, shall include (1) having QC Inspectors continually present on the shop floor or project site when any 
welding operation is being performed, and (2) having a QC Inspector within such close proximity of all welders or 
operators so that inspections by the QC Inspector of each operation, at each welding location, shall not lapse for a 
period exceeding 30 minutes”. This QA notified ZPMC QA identified as Mr. Wang Lu and American Bridge 
Fluor (ABF) QA inspector identified as Mr. Kelvin Cheung of the above mentioned non compliance and informed 
both that an incident report would be issued.

OBG crossbeam CB2

     This QA continued verification and documentation of all of the segment green tag Non Destructive Testing 
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(NDT) performed by Caltrans QA for this crossbeam. This QA stored the document on the Caltrans server. 
 
     Unless otherwise noted, all work observed on this date appeared to be in general compliance with the 
applicable contract documents.
Summary of Conversations:
Only general conversation was held between QA and QC concerning this project.
Comments
This report is for the purpose of determining conformance with the contract documents and is not for the purpose 
of making repair or fit for purpose recommendations.  Should you require recommendations concerning repairs or 
remedial efforts please contact Eric Tsang (15000422372), who represents the Office of Structural Materials for 
your project. 

Inspected By: Hall,Steven Quality Assurance Inspector

Reviewed By: Prue,Erik QA Reviewer

TL-6031,Welding Inspection Report Page 2 of 2


	CWIPresentY: Off
	CWIPresentN: Off
	InspectedCWIReportY: Off
	InspectedCWIReportN: Off
	InspectedCWIReportA: Off
	RodOvenInUseY: Off
	RodOvenInUseN: Off
	RodOvenInUseA: Off
	ElectrodeToSpecY: Off
	ElectrodeToSpecN: Off
	ElectrodeToSpecA: Off
	WeldProcFollowedY: Off
	WeldProcFollowedN: Off
	WeldProcFollowedA: Off
	QualifiedWelderY: Off
	QualifiedWelderN: Off
	QualifiedWelderA: Off
	VeriJointFitUpY: Off
	VeriJointFitUpN: Off
	VeriJointFitUpA: Off
	AppDwgY: Off
	AppDwgN: Off
	AppDwgA: Off
	ApprovedWPSY: Off
	ApprovedWPSN: Off
	ApprovedWPSA: Off
	DelayedCancelledY: Off
	DelayedCancelledN: Off
	DelayedCancelledA: Off


